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Operating-Instructions for Camera

Donata no. 26 and 68, Altura no. 70 and 105, Tessco Nos. 29 and 76, Adoro No. 32134, 78/80, 112/114, Luca Nr. 163
dual extract and Trans-standard.
 
Open the Camera Man ​​grasp the camera with your left hand on the two long sides and press with your index finger on the top or on the long side of the apparatus located button A, whereby the running ground pops a result of the suspension struts and now comfortable with the right hand downwards can be pressed to snap the braces C audible. The baseboard is so firmly fixed.
 
Pulling the lens carrier
After the run the floor completely, it is common to grasp with the right hand which is attached to the standard finger knobs E and pull the drawer all the way to "Un-last". The lens is characterized now all items that the receiving point of 15 feet or more away are sharp. Once the finger buttons e are released, the lens front part is clamped to the camera sled.
 
Naheinstellung
If you want to pick up objects on shorter distance than 15 meters, the lens must be set the focus on the barrel bottom to-accommodated adjustment scale H to the corresponding distance of 10, 5, 3 or 2 meters means.
 
Tropics Adoro
It triggers the automatic infinity determination by pressing on the mounted on the distance scale knob and at the same time by means of the extracted driving screw G screwed the barrel bottom forward. Then adjust according to the scale or on the screen.
 
lens adjustment
The high and low adjustment is made ​​by means of micro-meter bolt B; for lateral movement of the script is the micrometer screw D. In model Altura the script can be pushed arbitrarily to right and left, on the other hand it is at Donata 6.5 x 9 cm off non-adjustable.
 
False bottom extract
The double bottom extract has the purpose to the rear lens of the lens or Zeiß Distar lenses (with Tessar lenses) the
object to be almost twice as large as when recording
under use of the entire lens to the plate to
bring. In this case the script on the scale
from "infinity" and triggered initially on the finger knobs
pulled all the way forward until it stops. Then
the front part by means of the drive knob G turned forward
undressed or the double bottom extract until the line on the butt end of the pull-out rail alignment mark on
"Infinity" or on the special scale HL (rear lens)
stands. The exact SET len or controlling the image sharpness is done by testing on the ground glass. In model
Tessco no. 29 is an exception to use the front lens,
So unscrew the rear lens.
To achieve to the very edges of sharply drawn image of the double-recommended for use
scroll patterns extract or Hin terlinse (at Tessco 6/9 front lens) a stopping down the lens up to about 11-12.
viewfinder
The brilliant-mirror viewfinder K may contain at cross shots
are speaking rotated about its axis and, according to the
Turn back recording. The Adoro- and Tessco-
Models are also available with an foldable frame
seeker f provided by aligning the Camera
is greatly facilitated.
Connect the Camera
When closing has to be considered as very important: The Running
rail is fully turn back by button G, the
Lens carrier at the buttons B and D in the normal position
Bring (point to point standing), the mirror viewfinder when
he was rotated to landscape shots, turn back again,
then only is the lens mount (standard) refused
pushed, namely completely until stop.
 
 
Handling of Derval closure
For short and long-term exposures, 
and fiir moment speeds of 1 / 25- 1/100 second
 
Long-time recording
The disc r Z Set. By pushing the lever
d or the cable release which is screwed into the opening o
becomes. opens the shutter and remains open until
a second pressure closes it again.
Short-term exposures
The disc contained within r B. By pushing the lever d
or the cable release to open the shutter and remains
open as long as this pressure continues.
snapshots 
The disc r to 1/25, 1/50, or 1/100 Provide second. On
Causes pressure on the lever d or on the cable release
the exposure according to the set time period.
The iris is due to lateral movement of the pointer f
set.
 
Handling of IBSo closure
For short and long-term exposures,
and for the moment speeds of 1 -1 / 100 second
 
Sonderanledung for
Sector closure "COMPUR
 
The adjustment of the iris is done by moving the
Pointer f.  The metal shutter at o screwed.
Z. time recordings
In position of the disc t on Z
and pressure on the finger trigger 1 opens the shutter and
remains an open as long to second pressure.
 
D. Time recordings of short duration
At position t of the disc on D and pressure to the finger
tripping 1 or the metal shutter opens the shutter
and remains open as long as the pressure continues.
M. snapshots
After rotating the disc t on M the closure is
Depressing the lever i clamped around 90 0th The GE-
schwindigkeitsregelung 1- 1 12:50 second is on the
Disk R set. The release is also through
Pressure on the fingers tripping I or the metal shutter.
In position of the disc t on Z or D is the elevator
lever i locked. Is In position of the disc t on M
time closing off so that incorrect exposures
do not occur even when handled carelessly
can.
For snapshots, the lever must be tensioned i.
