Reputation accompanying picture represents the first (larger) number:

1 Schärfentiefenuhr 
2 button for opening the drive tray 
3 clamping lever of Compur shutter 
4 arm to call stations of the camera, equal-time lock on the rear closure 
5 thread for cable release 
 tripod socket 
7 u. 15 back wall fastener
8 Front viewfinder lens 
9 Swivel yellow filter 
10 retaining springs of interchangeable filter 
11 knurled edge of the front lens barrel
12 knurled edge of Compur shutter 
13 blocking slide to close the camera 
14 trigger the shutter release 
15 u. 7 backplane closure

The second small number shows on which side the function of the concerning. Member described

See: on page exposure time 11
 Carrying Case 23 
Lens 13 
Inserting the film 8 
distance setting 13
unloading 17 
yellow and green filters 18
camera - attitude 16 
Quick Start Guide 6 
opening the drive base 7 
Open tailgate 7 
depth of 13 
Close 7 
snapshot settings 14 
sun visor 23 
viewfinder 17 
Voigtlander - film 24 
up lenses for close-up 19
Zueanleitung give in parenthesis, in bold numbers on the page on which you can find further details on the points. 1. Place (8) counter to "0".
2. Insert (8) film. 
3. (10) film winds knob until number 1 in red number window (in the camera rear panel) appears. 
4. (10) Frame counter to 1 Set filters.
 5. (13) Distance, aperture u. fastener. 
6. (11) cock the shutter. 
7. (16) trigger closure.
 8. (10) film winding knob until it stops further-turn. 
9.  Only when the film was transported the tripping bracket
10 (17), is free. each additional recording always proceed in the order 5-8. After 12 or 16 recording the counter will indicate "0". Only in this position can be rotated, the film winding knob without Arre-orientation. 
11. (17) film winds knob until the protective paper is completely wound. 
12. (17) Remove Overexposed film.
Opening so take in the left hand in Lnufbobene camera that the thumb on button. 2 When pressing the reset button of the running floor slides down. He is entirely drawn with the thumb and forefinger of the right hand at the two edges down until the braces with an audible "click" hook up. The script is now clear. Avoid Violent or pulling to one side!

forming locking slide 13 toward camera slide (this baseboard not push it upwards!) and close baseboard. The yellow filter must fit snugly on the lens edge. On the meter setting no consideration needs to be taken.

Metrad open the camera support 4 is in the transverse position of-swiveled (see fig. II) and are bolt 7 free. The two bars 7 and 15 can now be compressed with the thumb and forefinger of the right hand and the rear wall are folded down.

Film insert 
1. When the "0" is not visible in the window number of the counter, it must first be set given by the following simple steps are required: a.) shutter cocking (page 11) b) Filmgleitwelle 28 (Figure III) until a. clearly audible snapping sound and the film Winder button no longer can be turned.] c) Buslösebügel depress (now the counter to the next number) jumps. cl) the handles mentioned in a-c are repeated until the "0" is in numbers-window of the counter. 
2. Should the empty spool are in the lower coil carrier, it must first be brought up. Pull a) film winding knob and notice by short right turn at this location. swing b) Lower coil support 26 and take-up spool. Fold out c) Upper coil support mandrel at 27 and set up empty spool with slot for movie key to the bare cams (left). Engage d) Upper coil support and rotate the film winding knob until it zurüdechnellt and the film spool bordered.
3. Full film spool jammed in the swung-coil exchanger lower film chamber, swivel coil exchanger. So slide out the film MUB, with red or grtinen release paper up from the bottom coil exchanger, as Figure II shows.
4. tip top flap of the film to the wide slot of the empty spool stuck (Picture II). Film Winder button twice, rotate three times until the paper top u n d g e r a de is uniformly wound onto the empty spool. Slanted inserted tabs wrap wrong! 5. Close the camera and then swivel camera Stütze4 again. It must, as I picture shows them under the latch of the film chamber. 6. film winding knob 25 turn up in red film window 22 on the rear wall by his hands and points the number 1 appears. 7. Very important! 24 Now pull knob in the arrow direction. Now the number also appears in the counter window 23 1. If the forgotten then the counter is disabled and the film without inhibition by rotated from front to back. 8. Movie Window d. Clockwise rotation of knob 21 close. DasKreuz indicates that it is open-closed.
DM ° MPS 1. It is advisable to apply the adhesive to the kink of film leader only to scratch when the film is firmly seated in the lower coil carrier. It avoids the fact that he aufschnurrt. 2. The loading and unloading of the film should not take place in full sun. It is best to locate this a shady place (outdoor body shade). eliditungenit The exposure time is set at the closing. To set the knurled ring 12 is rotated, facing up to mark 18 of richtigenVerschlußgeschwindig-ness. .. The number 1 means a sec, all other numbers fractions of a second, so for example 2 = 1/2 sec, 50 = '/ so seconds, etc. For time exposures. In "B" opens the shutter when depressing the trigger strap 14 to close again when releasing. the buckle shall be clamped in any position, including at "B", before triggering by pushing the lever 3! Since the lock closure does not permit "T 1-A-stel I ung, a locking device of Fluslösebügels was to allow nevertheless a la nges opening of the closure (flash Shoo.), Seen in front-. The shutter is set to "B" and ge-spans which Fiuslösebügel depressed and easily inwardly pushed (in the baseboard in). Now the shutter open and the release handle is locked. By low pressure down the lock is released, the release clip returns and the shutter closes. If necessary, can be set between the numbers, eg 1/75 between 50 and 100. Flusnahmen:.. Do not set between 1 / t and 1 / 2s and at higher speeds than Ihoo sec When speed is a special spring turned Man noted the need to consider that a-ask spreads and goes harder At 5 a cable release can be screwed.
Vente 

The diaphragm, which is set with handle 16, has an influence on the exposure and depth of field (aperture-mark: 17). The larger the aperture value, the smaller the aperture and the greater the depth of field. In the case of stopping down the 1 / sec so extended from aperture diaphragm dash line, the exposure time to about twice, so if at f 4.5. is correct, must at f 5.6 2 / 50, ie 1 / 25 sec. taken etc . 

entfernungoeinfiellung 

the outer ring of the front lens transmits the meter scale. The distance is correctly set if the ent-speaking meter dash is at the Geradseite the Mar-marking 19th The front lens is rotated on knurled ring 11th © = infinitely, d. H. About 30 meters.

<Erbietntiefe 

Familiarize yourself with the depth of field Clock 1 at the bottom of the camera. They will often provide valuable assistance, especially since they can be read quickly. There are two ways, she to-call: 

1. The subject is to give an example, 6 meters from the camera. Go berserk
the outer knurled ring carrying the meter numbers, the number 6 of the wedge-shaped Mar-marking is compared ( "3.5" above). At full aperture, ie, aperture 3.5, extends, as will now be off-read may, the depth of 5-8m, at blende8 already of 3,5-15m and aperture 11 even from 3 m to almost co. thus, the depth of field zone is within the arrow marks in the light or dark stripes, each having a f-number wear. 

2. A zone that, say, of 3.5 m extends to co should be sharp. the ring is rotated so-long to co on the right, 3.5 m (the line between 3and 4 m ..) on the left end of the same strip st4it the wedge-shaped mark is now 7 m opposite order to achieve the desired sharpening-deep, so on 1: dim 11 and set to 7 m.

4chnappleußtinfteffungen 

We made us the depth advantage and brought two snapshot settings on the meter scale to: vand O. For shots where it has to go quickly, so remember: Stopping down to 1: 8 (that's thanks to the highly sensitive Voigtlander film almost always) then enough when set to: 
V sharpness of 2.5-5 m 


0 the sharpness of 5 m - co
Opening so take in the left hand in Lnufbobene camera that the thumb on button. 2 When pressing the reset button of the running floor slides down. He is entirely drawn with the thumb and forefinger of the right hand at the two edges down until the braces with an audible "click" hook up. The script is now clear. Avoid Violent or pulling to one side!

forming

locking slide 13 toward camera slide (this baseboard not push it upwards!) and close baseboard. The yellow filter must fit snugly on the lens edge. On the meter setting no consideration needs to be taken.

Metrad 

open the camera support 4 is in the transverse position of-swiveled (see fig. II) and are bolt 7 free. The two bars 7 and 15 can now be compressed with the thumb and forefinger of the right hand and the rear wall are folded down.
eeudier 

The viewfinder defines clearly and precisely the aufzu-taking image. The rear lens 20 must be brought as close to the eye, that all 4 corners of the pre-derlinse are visible. It is important to see straight through the viewfinder through and not at an angle from the right, left or bottom. A noticeable parallax occurs in on-did not take up to 1 m. Dear parallax in close-ups see "Conversion Lens".

entraben 

When Bessa 6 X 6 appears after the twelfth and at the Bessa 4.5 X 6 after sechiehnten recording in the counting window 23 the number 0. The film winding knob is not locked and can be rotated further who-the until the paper end of the film is completely spooled on-. You notice it because: that the knob can be turned more easily. It can also be observed in the red film window 22 in the rear wall, as the paper is durchgespult.

 only open now the back wall as mentioned be-written, then pull out the film winding knob 25 and determined by short turn right. swing upper coil carrier to nose 27th Remove Full Movie reel (hold, so as not to-purrs), fold over flap film and immediately with the  appended adhesive wrap it. best now Around empty spool from the very bottom to the top coil support.

enfittet just "Unladen Swallow"

We provide the pivotable filter holder 9 with a Mo-ment filter, which doubles the exposure time. It is for moody landscape shots, be-especially when clouds are photographed is indispensable. Its filter effect is sufficient for most cases. There To replace:

Yellow filter normal 4 

× 2 green filter exposure extension. 

The normal filter is to-call when you want to strictly filtered. The contrast green filter for images with high Panfilm bluefin pfindlichkeit. the filter holder 9 is swiveled in front of the lens to use. In this position, it maintains a spring. When not in use the filter holder to fold back until it stops. He is then obliquely as in ex-education VIII. Not push back further in order not to jeopardize the hinge.
Zne XIolgtiiinötte4annenbleat 

It is flat like a modern Taschenuhr- and very inexpensive! You should this practical accessory always carry with you, because 

1. it is - naturally - with backlit subjects indispensable,

 2. exactly but even with the interesting photos in the rain and snow to protect the lens.

 3. If they ever put on-in every shot, because it keeps all harmful stray light; it begins in the dark folds. It therefore occurs only photographically active light into the lens of your camera and your photos are brilliant. 

4. Finally, you can use the aperture the conversion lens. The photo dealer she shows you like.

Zereitertotaftbe 

It is useful to bear in Bessa Voigtlander carrying case that protects it against rain and dust, but also increases the recording standby, since the camera for taking pictures need not be removed. A screw protects the Bessa also front falling out.

Explanations to image VIII 
16 adjustment of the aperture 
17 Aperture mark 
18 setting mark of Compur shutter 
19 mark for adjusting the distance 
20 eye lens of the viewfinder 
21 Panschutzknopf 
22 Red Movie Window 
23 window of Filmzählwerkes 
24 Zählwerksknopf 
25 film winding knob 
As in Figure 1 represents the first number, the identifier -nung for that camera portion, the second smaller, however, the number of pages. Fold the aspect of reading.
2o1gtitinbereiZonnenblenöt 
It is flat like a modern Taschenuhr- and very inexpensive! You should this practical accessory always carry with you, because 
1. it is - naturally - with backlit subjects indispensable, 
2. exactly but even with the interesting photos in the rain and snow to protect the lens. 
3. If they ever put on-in any Call sign, because it keeps all harmful stray light; it begins in the dark folds. It therefore occurs only photographically active light into the lens of your camera and your photos are brilliant. 
4. Finally, you can use the aperture the conversion lens. The photo dealer she shows you like.

Ziettletbaffetafdie 
It is appropriate that Bessa to wear in the Voigtlander carrying case that protects it against rain and dust, but also increases the recording standby, since the camera for taking pictures need not be removed. A screw protects the Bessa also front falling out.

eSilin 

18/100 DIN, orthochromatisch. The well-known, absolutely reliable film for all shots in daylight. Exquisite Yellow Green Play - very large exposure latitude - fine-grained -lichthoffrei.

Zieffepari # 8ilm 

21/100 DIN, orthopanchromatic. 

Maximum sensitive universal film for daylight and artificial light. Harmonic reproduction of all colors including red - extraordinary Belich-tung leeway - fine grain - lichthoffrei -kräftige gradation.

8 eintorn Ziefrapan 

17/100 DIN, orthopanchromatic. Highly sensitive universal film with extra-ordinary fine grain. Short development time - strong gradation large exposure latitude - lichthoffrei. Falling out.
